“"RFIP-R3"” Data Dictionary Install - Trimble Geo XH

This 33 step document will give directions on how to install the Trimble Data
Dictionary "RFIP-R3" onto your Geo XH data logger and then delete the old Data
Dictionary. We will also show how to enable the "Repeat” function for the dialog
boxes inside of TerraSync as well as installing the new "RFIPConfig-R2" data

logger configuration file and make sure it is loaded.

Step 1

Save your new “RFIP-R3" Data Dictionary
onto your computer in the following directory:

C:\AAWork\PFDATA\RFIP

as shown in this screen.

% RFIP

Qe - © &

Folders

@ Deskiop
) .5 My Documents
= My Computer HQA1353026
&) ﬁ (A:) 3% Floppy
= <e (C:) CDrive
= [ aawark
1) MS_UserRSC
= ) PFDATA
@ () Default
@ I3 RFIP
@ 1) Tutorial

Address |23 C:\AAWork\PFDATARFIP

File Edit view Favorites Tools Help

RE XE

B

.lf:

X MName

~| [ChBadup
|)Base
[CExport

' [E]rFpR3

v Go
Size  Type

File Folder
File Folder
File Folder
956 KB Trimble data diction...

Step 2

Connect your data logger to office PC using
ActiveSync.

Information Type

File Wiew Tools Help

@ O

5) Explore

Status

Hide Details &

Page 1 of 15 - “Data Dictionary R3” and “Configuration R2” Install - Revised 7/18/2006




Step 3
Open Trimble’s Pathfinder Office

Select the RFIP project from the “Select
Project” dialog box.

Click on “"OK".

Select Project

Project Mame: | RFIF

Comment; Thurzday, May 18, 2006 11:00:45 am

[refault folder far

Froject Folder: C:\Prdata\RFIP
Backup files: C:APfdata\RFIP'WB ackup
Espout files: C:M\Pfdata\RFIPAE =port
Baze files: C:APfdata\RFIFBaze
Mew... Remove Fodify...

[w Diizplay thiz dialog at start-up

Step 4

From the main Trimble Pathfinder Office
menu system, select the following pull down
menus:

Utilities => Data Transfer

This screen will appear.

:':' Data Transfer

EloX]
Device @ (]
GIS D A Cl ’m M Devices... ’(‘F‘ﬂ=|!‘

Connected to GIS Datalogger on
Receive ] Send ] “windows CE

Flles to Receive

File Size Data Type | Destination

Add =

Settings. Help | LCloze |

Step 5

Click on the “Send"” tab.

:F Data Transfer

Device
(IS Dratalogger on Wi C EH_LEO E @0 Devices... Leimy M

Connected to G5 Datalogger on
Receive Send “windows CE

Files to Send

File Size Data Type | Source Add -

[ Lk

[~ Retain File List for this Data Transfer Session.

Settings... Help | Cloze |
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Step 6

Then click on the “Add"” Button and select Look in: | (3 AAWork | =k B
“"Data Dictionary”. This dialog box will
appear. IZ5)MS_UserRSC
[CHPFDATA
@projects
[CRFIP
I3 RFIPBackup
File name: [ Open
Files of type: | Data Dictionary (" ddf) ] Cancel
Destination; |Default ﬂ Help
Data Dictionary:
Comment:
Step 7 Open @
Navigate to the following folder where we Look in: | 3 RFIP ~| & =5 E9-
stored the new data dictionary.
Size | Type
C:\AAWork\PFDATA\RFIP File Folder !
File Falder !
The file should appear as shown here. [C)Export File Folder !
RFIP-R3 956 KB Trimble data diction. ..
< | 2
Files of type: | Data Dictionary (" ddf) | Cancel
Destination: |Default j Help

Drata Dictionary:
Carnment:
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Step 8

Highlight the RFIP-R3 data dictionary as
shown here.

Open
Look in: | 29 RFIP ~| « & eF E-
Mame Size | Type
[ChBackup File Folder {
[C)Base File Falder !
[C)Export File Folder {

956 KB Trimble data diction. ..

<

|

File name: |RFIP-H3 Cpen

Files of type: | Data Dictionary (" ddf)

Destination: | Default

Data Dictionary:  RFIP

Carmment: Maszter Copy

Step 9

Then click on "Open” and this screen will
appear.

:':' Data Transfer

Device

|GI5 [ratalogger on Windows CE

=B [po| oeien |
Connected to GIS Datalogger an

Receive Send ] ‘windows CE

Files to Send

File: | Size | Data Type | Source |
RFIP-R3 956KB  Data Dicti..  ChAaWorkWPFDATAVRFIPYRFIP-R3.ddf

Transfer Al

[ |
Remaove Al
Ll |

[ Retain File List for this Data Transfer Session.

Settings. Help | LCloze |

Step 10

Then click on the “Transfer All” button.

=8 Data Transfer

Device o -
GlS Datalooge ,M M Devices... !

Connected to G5 Datalogger on

Receive Send l “windows CE
Files to Send
File | Size | Data Type | Source | Add -
RFIP-A3 956KE  Data Dicti.. ChA&wWork\PFDATAVRFIPARFIP-RZ.ddf —

Femove Al

Transfter Al

[~ Retain File List for this Data Transfer Session.

Settings... Help | Cloze |

Page 4 of 15 - “Data Dictionary R3” and “Configuration R2"” Install - Revised 7/18/2006




Step 11 Sending... =13

While the file is being sent, you will see this
message box.

File Marne: RFIP-F3.ddt
Butez Transfened: 212992
| Lancel !

Step 12 Transfer Completed E|§|@

Click on “Close” in this “Transfer Completed”
dialog box. 1 File[z] Successtully Transferned.

The file C:hatw OREAPFDATAND efaulth D TLOF Fa. T=T
containg a detailed log.

tore Details...
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Step 13

Then open “TerraSync” on your Geo XH Data
Logger.

i)

Terminal
Servic...

[EIEST word Mobile

Step 14

Go to the “"Data” section.

i ¢ | TerraSyne

[ o |
Data = !

% Navigation |-
b ) Rover -
s Default M|

1]2[3]4[s]6]7]8]0B]0]-
Tab[a [wle[r [t[¥]ulilo]p]

CaP[a] flaln[jlklI[:]"
shit[z[xJc[v[b[n[m[,].
ctfai] (1]
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Step 15

Go to the “"Dictionary Name” pull down menu
and select the "RFIP-R3"” Data Dictionary that
you just transferred into the data logger.

7 g | Terrasyne &t £ 647 ok

Location: Default =
File Mame:
[ro717188

Dictionary Name:

Step 16

Then we need you to remove all other existing
data dictionaries except “Generic” and
“Seaview”. These are to be retained as they are
in the training program.

Again, from the “"Data” section under the sub
menu pull down, select “File Manager” as
shown.

Default

\
RFIP-RZ -

[a]7[8]a[n]-[-[«
tly[ulilalp[[]]
[1[:]

S

I
it
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Step 17

From the field "Choose File Type” open the pull
down menu called “Dictionaries”

~. 71706

u717]06 {20 fles
.. 071706 (290figuration Files

07/17/06 0

firgs
firss
firg’

a Positions:
Status: Mot Transferred DO: RFIP-R3

Step 18
Highlight “RFIP-R2”

[ Start Time:
07117/06 0
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Step 19

Then click on the “"Options” button and select
“Delete”.

Rename
Move to

send via E-mail

Receive via E-mail

Edit dictionary

New dictionary

Read dictionary from data
Read dictionary from Shape

Step 20

Now we will enable the data loggers "Repeat
Function” for the dialog boxes.

Go into a existing or new “File” in TerraSync as
shown in this screen and select the "Options”
pull down button and click on the “"Repeat” item.

Close

Create

COMBAR
COMBARFE
COMBARSs|
COMBAREYPE
[akR
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Step 21

Click on the “"Options” button again to make

sure the "Repeat” button has a check mark next
to it.

i | TerraSyne o 4 718

Close

Create

Continue ...

COMBAR
COMBARFE
COMBARSs|
COMBAREYPE
[akR
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“"RFIPConfig-R2"” Configuration File Install - Trimble Geo XH

Next we will continue and update the configuration file on the data logger. This is
a file named “"RFIPConfig-R2.tcf”. This file change is critical to make sure we
have everybody collecting data to the same standards statewide.

Step 22

Save your new “"RFIPConfig-R2.tcf"”

configuration file onto your computer in the

following directory:
C:\AAWork\PFDATA\RFIP

as shown in this screen.

You will get this file via email or the RFIP
Website.

= I Pfdata
[ [ Default

@ I3 AgencyAp
1 ) arcgis
1 [ Documents and Settings

7 C:\AAWork\Pfdata\RFIP ==
Fle Edt View Favorites Tools Help o
Qo - D | O sewar ‘pl'.‘ Folders ‘ E=-

Address |2 C:\AAWork\Piata \RFIP || &d o
Folder: X MName size | Type Date Modified

|3 Desktop [a] E2Backup File Folder 7/18/2006 3:43PM
® (2 My Doaments [ ChBase File Folder 7/18/2006 3:43PM
& 13 My Computer DOTHQA1296005L (CExport File Folder 7/18/2006 3:43PM

3 % (C) rive = /|RFIPConfigR2.tcf 23KB Trimble GIS datalogger configuration fle  7/18/2006 3:47 PM
5 Aawerk 956 KB Trimble data dictionary file 7/14/2006 4:10 PM

|| ArFrR3.00F

Step 23

Connect your data logger to office PC using
ActiveSync.

File View Tools Help
@ @ 5) Explore
Connected

Information Type Status

Hide Details 2
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Step 24
Open Trimble’s Pathfinder Office

Select the "RFIP” project from the “Select
Project” dialog box.

Click on “"OK".

Select Project

Project Mame: | RFIF

Comment; Thurzday, May 18, 2006 11:00:45 am

[refault folder far

Froject Folder: C:\Prdata\RFIP
Backup files: C:APfdata\RFIP'WB ackup
Espout files: C:M\Pfdata\RFIPAE =port
Baze files: C:APfdata\RFIFBaze
Mew... Remove Fodify...

[w Diizplay thiz dialog at start-up

Step 25

From the main Trimble Pathfinder Office
menu system, select the following pull down
menus:

Utilities => Data Transfer

This screen will appear. Connect to your data
logger.

EloX]
Device @ (]
GIS D A Cl ’m M Devices... ’(‘F‘ﬂ=|!‘

Connected to GIS Datalogger on
Receive ] Send ] “windows CE

:':' Data Transfer

Flles to Receive

File Size Data Type | Destination

Add =

Settings. Help | LCloze |

Step 26

Click on the “Send"” tab.

:F Data Transfer

Device
(IS Dratalogger on Wi C EH_LEO E @0 Devices... Leimy M

Connected to G5 Datalogger on
Receive Send “windows CE

Files to Send

File Size Data Type | Source

Add v

[ Lk

[~ Retain File List for this Data Transfer Session.

Settings... Help | Cloze |
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Step 27 Open
Then click on the “Add” Button and select Look in: | 23 RFIF [~ £¥ E-
“Configuration”. This dialog box will )Badup
appear. You may have to browse to the D)Base
C:\AAWork\PFDATA\RFIP giﬁ?ﬁ;nﬁg —
directory.
Highlight the RFIPConfig-R2.tcf file and
click on “"Open”.
Fie name: | RFIPConfig-R2.cf Open
Files of type: |Cnrrfigumtinn (“tcf) j Cancel

SteQ 28 E‘i Data Transfer
Device
The f||e W|“ then be added tO the \\Files tO |GIS Dratalogger on ‘wWindows CE j E]E:O E[@o Devices...
”o; Connected to G15 Datalogger on
Send” list. = indams CE
. . ” Files to Send
Click on the “"Add” button. = (S | DaaType | Sauce ¢
RFIPCanfig-R2 2¥E  Configurat..  ChA&wWork'\Pidata\RFIPARFIPConfig-R 2.tcf = i
Femave Al
Transfer Al
[ Retain File List for this Data Transfer Session.
Settings... Help | LClose |

L My
Step 29 Transfer Completed g i
After clicking on the "Add” button above, the
file will transfer and this box will appear. 1 File[z) Successfully Tranzferred.

Click on the “Close” button.

The file C:APfdatatRFIPADTLOA 84 TAT containg a detailed log.

More Details...
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Step 30

After transferring the RFIPConfig-R2.tcf file to
the data logger, we need to “Load” the
configuration.

Select the “"Setup” menu as shown here.

Create

¢ Navigation [
¢ Status @
Sgtup Default -

File Mame:

Dictionary Marme: RFIP-R3 b

Step 31

Click on the “Change” button and then the
“"RFIPConfig-R2" configuration.

i | TerraSyne -

o setup \ & ii
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Step 32

Then click on the “Load” button and this box will
appear.

Click on “Yes".

i | TerraSyne

o setwp [~ | 8

TerraSync

Please canfirm - Discard
current configuration
settings and load
RFIPConfig-R27

Step 33

The Current Configuration should now be
“Based Upon: RFIPConfig-R2"” as shown on
your logger and here.

Your done!

‘Current Configuration:
[Based Upan: RFIPConfig Rz

[ Relad | [ chenge | [ unock |

Logging aPs Realtime
Settings Settings Settings

External
Sensors

Coordinate
System

Units. ‘

Page 15 of 15 - “Data Dictionary R3” and “Configuration R2” Install - Revised 7/18/2006




